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FiTTiNG G R A F L I T E to 6 R a F L E X cameras 

(All dimensions are inches. For millimeters, change inches to 
decimal equivalent and multiply by 25•4.) 



Pacemaker ”34" & »45** * 

* Early Pacemaker "45” did not 
have lower body and concealed 
shutter release plate drilled. 
This is a GRAFLEX Service Dept 
installation. 

A.lso see (5). 

Rangefinder ; Kalart E3 

Hugo Meyer P 

Bracket; Rangefinder Encircling 
(Catalog No. 2753) 

NOTE; This may be used below, 

7/rite for modification 
instructions. 

Instructions; 

1. Locate points on leather in 
line with plugs. 

2. Pierce leather with awl and 
force plugs out. 

Ream holes with #9 drill 
(.196"diam) and assemble 
bushings. 

kt top, use #2 X 5/8" oval 
head wood screws in bracket 
and rangefinder plate. At rear 
bracket hole, drill 3/8" deep 
with --^50 drill (.070" diam) 
and assemble #2 x t” oval 
head wood screw. 

Assemble bottom machine screws. 



, ,spacer — 

Insulation Strip 
insulation Y/asher 

5/16" X #4-40 screw 


Pacemaker "23" & 

Early "4 5" 

Rangefinder; Kalart E3 

Bracket; Mounting plate 
(Cat. No. 2754) 
Supplied with GRAFLITE, 

Instructions ; 

Remove housing. 

Spot holes as 
dimensioned down 
the center of the 
plate. 

Drill plate with 
#39 drill (.099" 
diam) and housing 
with #44 drill 
(.086" diam). 

Tap plate and 
housing with 
#4-40 thread with 
one operation. 

5. Lay Insulation 
strip between 
GRAFLITE bracket 
and rangefinding 
plate. 

6. Position spacers 
between range¬ 
finder plate and 
housing. 

Assembly 5/16" 

X s'4-40 oval 
head machine 
screw wiph washers 





' Insulation Strip 
Insulation Washer 
y/4_40 Machine Screw 


Pacemaker "23","34" & "45" 

No Rangefinder 

Bracket; Mounting bracket 
Cat. No. 2755 
Instructions; 

1. Drill bottom plate to 
mount GRAFLITE plate 
as dimensioned with 
#44 drill (.086" diam) 
tap #4-40. If plate is 
pre-drllled with -'39 drill 
(.099" diam) write for 
free self-tapping screws. 

2. Assemble busTcvlng vA) In 
pre-drilled rangefinder 
arm hole. Cut leather 
around hole and file to 
fit bushing if necessary, 

3. Attach bottom bracket 
with screw (B). 

At (C), prob through the 
leather with awl to locate 
two taped holes in plate 
beneath leather. 

Assemble two 3/16" x #2-56 
machine screws supplied 
with the lower bracket. 
Position Insulsktion strip 
between plates and cut 
off top excess. With in¬ 
sulating washer beneath 
head, assemble three #4-40 
oval head machine screws 
or self-tapping screws. 
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Anniversary Speed GRAPHIC 

3-|- X 4i and 4 x 5 Miniature 

Sneed GRAPHIC 


Bracket; Mounting plate. Cat. 

No. 2754. 

Supplied with GRAFLITE. 
Rangefinder encircling 
Bracket, Cat. No, 2753 
(1) may be modified to 
fit these cameras. 

7/rite for instructions. 

Instructions; 

1. Remove rangefinder housing. 
Spot holes as dimensioned 
down the center of the 
plate. 

Drill plate with #39 
drill (.099" diam) and 
housing v/ith #44 drill 
(.086" diam). 

4. Tap plate and housing 
with ^'4-40 tap with one 
operation. 

5. Position spacer between 
rangefinder plate and 
housing. 

6. Assemble mounting plate 
with 5/16" X #4-40'oval 
head machine screws. 


Anniversary ST>oed GP^^PHIC 3-^ X k-j and 
4x5 and Miniature Speed GRAPHIC 2f x 3i- 

No Rangefinder 

Bracket; Mounting bracket. Cat. No. 2755* 
Instructions; 

1. Drill bottom plate to mount GRAFLITE 
plate as dimensioned with #44 drill 
(,086"diam; tap "4-40. If plate is 
pre-drllled with #39 drill (.099"diam) 
write for free self-tapping screws. 
Assemble bushing (A) ±n pre-drllled 
rangefinder arm hole. Cut leather 
around hole and file to fit bushing 
if necessary. File bushing shoulder 
to clear inside brace of a 4 x 5 camera. 
Attach bottom bracket with screw (B). 

At (C), pre-drill with #55 drill 
(. 052 "diam) and assemble two #2 x 5/16" 
round head wood screws. 

Assemble GRAFLITE bracket with #4-40 
oval head machine screws or self-tapping 
screws. 



Anniversary Speed GRAPHIC 

^4 X and 4x5 Mlnlu- 

' “ eed graphic H x 

iT_: Kalart F- 

Bracket; Mounting plate. 
Cat. No. 2754. 
Supulied with 
GRAFLITE. 

Instructions; 

Spot holes as dimen¬ 
sioned down the cen¬ 
ter of the encircling 
bracket. 

Drill encircling 
bracket with #44 drill 
(,086" diam) and tap 
#440. 

Assemble GRAFLITE 
mounting plate with 
3/16 " X #4-40 oval 
head machine screw 
at the top, and, if 
necessary, file off 
excess of 5/l6"x#4-40 
that is assembled at 
the bottom. 



Anniversary Speed GRi^HIC 

3 -^ T ^4 and 4x5 and Minia ¬ 

ture gpeea uraphIC 2^ x^^. 

Rangefinder; "Kalart E & 

Hugo Meyer, 

Bracket; M ounting opiate. Cat, 
No. 2754. Supplied 
with GRAFLITE. 

Instructions; 

1. Spot holes as dimensioned 
down the center of the 
encircling bracket. 

2. Drill encircling bracket 
with #44 drj11(.086"diam) 
and tap #4-40 

3. Assemble GRAFLITE plate 
with 3/16" X 7^^-40 oval 
head machine screw at 
the bottom and if nec¬ 
essary file off excess 
length of 5/16" x #4-40 
that is assembled at top. 


GRAFLEX Cameras. 

Bracket; Mounting plate. Cat. 

No. 2754 . Supplied 
with GRAFLITE. 

lii atrpQUong; 

1. Position as shown and start 
screw holes with an awl, 

2. Assemble plate with four 
^ X 5/16" oval head wood 
"jcrews. 

Write for necessary free wood screws. 


GRAFLITE Mounting Kit, Cat. No. 2754 
Includes: 

1- GRAFLITE mounting plate 

1- Insulation strip 
3- Washers Insulating 

2- Screws-5/l6" x 4-40 oval head 

1- Screw -3/16" X 4-40 oval head 

2- Washers-Spacer 


lutaiB ScrrlM OiHoM; 

SO ReoIwfallK PUu, Suite 922 
N*w York 20, N.T. 


Printed in U.S.A. 


GRAFLEX, Inc. 

M«la OttoM tnd Taoiortet; 

Roch*tt«r 8, N. Y., U.S.A. 


200-2/349 


Waatera OlTtete; 
3048 WlUar* Bird. 
Laa Aagalaa 8, Cabi 

























































































































































































































ADJUSTING THE GRAFLITS BATTERY CASE 



PUSH 


or 


PULL 




Push or Pull 

Your battery case will be delivered with the 
switch set to push on the right side and pull on 
the left side of the camera. 

If you wish to change thlSj follow steps 1—7., 

This must be done to properly locate the lamp ejec¬ 
tor and contact tip that contacts the lock screw in 
the reflector base. 


1. Remove the reflector guide 
screw at the side. See ® 

2. Lift out the Inside socket 













































